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Outdoor Solar Siren-IP66
With Repeater  
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Features:

Parameters:

AC 100V-240V 10mW 433.92Mhz

10A

40%~70% -10°C~ +50°C

2300W ABS Flameresistant
Material

Power Emitting Power Frequency

Output Current Output Power Housing
Materials

Humidity Working
Environment

24 Sets/Carton (46.5*42.5*37.5 cm)

type optional>UK/EU/US <

Features:

Parameters:

www.heyitech.com

heyitech@heyitech.com
www.heyitech.com

Quanzhou Heyi Electronics Co., Ltd.

FACTORY
Quanzhou Economic-Technological Development Area Fujian,China
Heyi Building, No.63-1 YuShi Load 

Phone:

Fax:

www.heyitech.com

Customize your home security
SAFE / SMART / SAVE / SIMPLE

WIRELESS
ACCESSORIES

1

3

4

5

7

8

9

12

13

86-595-22281867

86-595-22281866

* Used as a repeater, it can transmit 16 wireless accessories

* 3 colors of indicator lights �ashing modes ( Red/ Blue/ Red+Blue ) 

* Design for preventing the siren being removed maliciously

* Acousto-optic notice when operating Arm /Disarm

* Status reports including the alarm from siren itself 

*  Support 8 remote controls, 16 detectors, The last 4 wireless zones for 24 hours defend

*  Two optional ways to enroll: by trigger button or inputting siren address code

*  110dB alarm sound, �ashing lights, a strong deterrent

*  Built-in 2600mAh 3.7V 18650 lithium battery, up to 60days of sand-by time

*  Built-in balance device, convenient to install in horizontal direction

Outdoor Siren-IP66
With Repeater  

10 Pieces / 24kgs /Carton (46.5*42.5*37.5 cm) 

*  Used as a repeater, it can transmit 32 wireless accessories

*  Colors of indicator lights �ashing modes. ( Red/ Blue/ Red+Blue )

*  Design for preventing the siren being removed maliciously

*  Acousto-optic notice when operating Arm /Disarm

*  Status reports including the alarm from siren itself, tamper alarm
   alternating current information and battery voltage

*  Support 8 remote controls, 32 detectors

*  Built-in 2 NC type wired zone interfaces 
    Zone No.1 for 24 hours defend and zone No.2 for burglar defend 

*  Two optional ways to pair: wireless pair and inputting siren numbers to pair

*  Optional acousto-optic alarm notice when A/C is o�

*  Optional light alarm notice on standby status

*  120dB alarm sound, �ashing lights, a strong deterrent

*  Up to 24hours of sand-by time

Features:

Wireless Indoor Siren
With Repeater  

*  Used as a repeater, it can transmit 32 wireless accessories

*  3 colors of indicator lights �ashing modes

*  Acousto-optic notice when operating Arm /Disarm

*  Support 8 remote controls, 32 detectors

*  Adjustable light brightness on standby status

*  A strong deterrence with loudness alarm sound and dazzling warning lights

Wireless Smart Socket

*  Support to pair up with 5 panel maximum

*  Housing with ABS �ameresistant material, it is safe and artistic as well

*  Support Non-volatile Memory

*  Remore control via mobile app, timing power on/o� appliances

*  With independent security gate, prevent electric shock e�ectively

*  Plug and play, tool free installation

24 Sets/Carton (46.5*42.5*37.5 cm)

10 Pieces / 24kgs /Carton (46.5*42.5*37.5 cm) 

Wireless Smart Keyboard

Wireless keypad adopt disposal core of octet micro-power.

It can be collocated with our alarm hosts.The wireless keypad implements arm,disarm,

and emergency alarm with password and support multiple users, 

which solve the inconvenience caused by carrying remote controller. 

The keyboard can learn 8 RFID cards, you can choose use the RFID card to operate the host for arm, 

disarm, arm / disarm. Keyboard built-in high-capacity lithium battery, when the battery is low, 

you can use external power to charge, and also can use the external power to supply

 long-term power directly . The keyboard has elegant appearance, 

meanwhile with clew of power status , tamper and anti-mobile functions.

≤ 60 days
（Without sunlight）

>105dB 433MHz

-20°C~ +55°C
Humidity:40%~80%

Standby Battery

Built-in siren

Working
Environment

Wireless
Frequency

4.7V / 2600mAh 
18650 lithium battery

400 Meters
(Open Area)

Wireless Range

AC 100V-240V
DC 15V

>120dB 433MHz

-20°C~ +55°C
Humidity:40%~80%

Power Battery

Built-in siren

Working
Environment

Wireless
Frequency

12V/1.2Ah
Lead-acid battery

450 Meters
(Open Area)

Wireless Range

AC 100V-240V

>100dB 433MHz

-20°C~ +55°C
Humidity:40%~80%

Power Plug

Built-in siren

Working
Environment

Wireless
Frequency

UK / EU / US

150 Meters
(Open Area)

Wireless Range

Wireless Door/Window Sensor

DC 5V/1A 3.7V / 800mAh 433.92Mhz

<60uA

40%~80% -20°C~ +55°C

<50mA 1 Year
(battery fully charged)

Power Battery Frequency

Standby Current Alarm Current Standby Time

Humidity Working
Environment

*  Design by micro power consumption.

*  Low power alert by LED indicator.

*  Low Power report to alarm panel.

*  Support N/C (Normal Close) interface, can connect wired devices.(Optional)

*  Battery capacity inspection. When voltage of battery<2.4V, the door magnet  stop working. 

   And the yellow light will be on.

*  Adopts SMT design to increase the stability,

*  support door open/dosed noti�cation.

Features:

Parameters:

DC 3V 
(2 pcs 1.5V/AAA Battery)

<3uA <8mA

433.92Mhz

<80% -20°C~ +60°C

(with antenna): > 400m
(inner Antenna):> 200m

ABS Flameresistant
Material

Power Standby Current Alarming Current

Frequency Wireless Distance Housing
Materials

Humidity Working
Environment

Wireless PIR Detector

Features:
*  Low power consumption 

*  Automatic temperature compensation 

*  Anti-electromagnetism interference 

*  Low power alert, and send low power report to alarm host 

*  With SMT technology, high stability

Parameters:

DC 12V(Adapter) 
DC 6V(Battery)

(4 pcs 1.5V/AAA Battery)

<30uA <13mA

433.92Mhz

<80% -10°C~ +40°C 8 meters/110°

(with antenna): > 450m
(inner Antenna):> 300m

ABS Flameresistant
Material

Power Standby Current Alarming Current

Frequency Wireless Distance Housing
Materials

Humidity Working
Environment

Detection
Range

Wireless Pet Immunity PIR Detector

Features:
*  Low power consumption 

*  Automatic temperature compensation 

*  Anti-electromagnetism interference 

*  Low power alert, and send low power report to alarm host 

*  With SMT technology, high stability

Parameters:

DC 3V(Battery)
(2 pcs 1.5V/AA Battery)

<120uA <35kgs

433.92Mhz

<80% -10°C~ +50°C 12 meters/110°

(inner Antenna):> 300m ABS Flameresistant
Material

Power Standby Current Pet Immunity

Frequency Wireless Distance Housing
Materials

Humidity Working
Environment

Detection
Range

Wireless Vibration Sensor

Features:
*  Super micro power consumption design

*  Smart signal analysis and processing technology

*  Sensitivity support three levels adjustment

*  Automatically detect and prompt installed battery’s old and new

*  Battery low power prompt function

Parameters:

DC 3V(Battery)
(2pcs CR2032 lithium battery)

<10uA <18mA

433.92Mhz

<80% -20°C~ +60°C

(inner Antenna):> 100m ABS Flameresistant
Material

Power Standby Current Alarm Current

Frequency Wireless Distance Housing
Materials

Humidity Working
Environment

Wireless Water Leakage

Features:
*  Rust-proof sensor, long services life

*  Ultra-micro power consumption design

*  Intelligent signal analysis technology

*  Sound and �ash alarm function

*  Turn o� leakage detection function

*  Automatically detect the loading of old and new battery function

*  Battery low power prompt function

Parameters:

DC 3V(Battery)
(2 pcs 1.5V/AAA Battery)

<10uA <100mA

433.92Mhz

<80% -20°C~ +60°C >90dB

(inner Antenna):> 100m ABS Flameresistant
Material

Power Standby Current Alarm Current

Frequency Wireless Distance Housing
Materials

Alarm SoundHumidity Working
Environment

14

Wireless 10 Years  Smoke (+Heat) Detector

Features:
Independent photoelectric smoke detector detects slow,

smoldering �res through detecting smoke.

When the smoke reach the alarm level,the detector will alarm by

sound and light, and turn on the emergency light to remind you

take appropriate measures to protect your life and property

e�ectively.

Parameters:

DC 3V(Battery)
(CR17450 lithium battery）
（standbytime 10years）
（non-removable)

<10uA <100mA

433.92Mhz

<95% -20°C~ +60°C

> 100m ABS Flameresistant
Material

Power Standby Current Alarm Current

Frequency Wireless Distance Housing
Materials

Humidity Working
Environment

>85dB

Alarm Sound

LED 
（lighting for emergency）
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Wireless SOS  Box (with cord pull) 

Features:

Parameters:

DC 3V(Battery)
(2 pcs 1.5V/AAA Battery)

<5uA <50mA

433.92Mhz

<80% -10°C~ +60°C

> 300m ABS Flameresistant
Material

Power Standby Current Alarm Current

Frequency Wireless Distance Housing
Materials

Humidity Working
Environment

>70dB

Alarm Sound

*  Super micro power consumption design

*  Pull rope and button support.

*  Acousto-optic notice 

*  Automatically detect and prompt installed battery’s old and new

*  Battery low power prompt function

Wireless SOS  Button 

Features:

Parameters:

DC 6V(Battery)
(2 pcs 13V/CR2016 Battery)

<1uA <1mA

433.92Mhz

<80% -10°C~ +60°C

> 80m ABS Flameresistant
Material

Power Standby Current Alarm Current

Frequency Wireless Distance Housing
Materials

Humidity Working
Environment

*  Emergency operation

*  Design by micro power consumption

Wireless Remote Controller(new design) 

Features:

Parameters:

DC 6V(Battery)
(2 pcs 13V/CR2016 Battery)

<1uA <1mA

433.92Mhz

<80% -10°C~ +60°C

> 80m ABS Flameresistant
Material

Power Standby Current Alarm Current

Frequency Wireless Distance Housing
Materials

Humidity Working
Environment

*  Away arming/home arming/disarming operation

*  Emergency operation

*  Design by micro power consumption

HY-6107S

HY-6107W

HY-6108W

HY-03S

HY-305B

HY-20A (with antenna)

HY-20B (inner antenna)

HY-320A (with antenna)

HY-320B (inner antenna)

HY-321

HY-31

HY-30

HY-620

HY-36

HY-33A

HY-13B

/

/

OTHER
WIRELESS
ACCESSORIES

Price (USD/EXW)Wireless Remote Controller QTY.(Set)

/

HY-11A/12A

Price (USD/EXW)RFID Tag .

HY-6121

Outdoor Solar IR beam

HY-ABS610
Outdoor Solar IR beam

HY-ABS410

Outdoor Solar Pet  Immunity PIR

HY-208T
Wireless Gas Detector

HY-710NR-AC

Wire to Wireless Repeater

HY-20AT

Price (USD/EXW)Wireless Single Repeater .(Set)

HY-34A

Repeater range >850M

types optional>4 <

types optional>4 <

6

Wireless Door/Window Sensor

*  Design by micro power consumption

*  Low power alert by LED indicator

*  Low Power report to alarm panel

*  Auto detection of new or old battery Adopts SMT design to increase the stability

*  Support door open/closed noti�cation.

Features:

Parameters:

DC 3V 
 (2*CR2032 Battery)

<3uA <20mA

433.92Mhz

<80% -20°C~ +60°C

> 150m ABS Flameresistant
Material

Power Standby Current Alarming Current

Frequency Wireless Distance Housing
Materials

Humidity Working
Environment

HY-21 

EN14604

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

Compliant

2

Compliant

Have passed authoritative

certi�cation and all quality

indexes are in line with international standard.

Wireless Ceiling PIR Detector

Features:
*  The whole process temperature compensation, adaptive temperature changes

*  Easy to install, beautiful and generous

*  Anti-white light interference  

*  Anti-electromagnetic interference 

*  Low power alert, and send low power report to alarm host 

*  With SMT technology, high stability

*  Two-stage infrared gain adjustable 

Parameters:

DC 3V(Battery)
(CR17450*1)

<30uA 4~5 Years
(100 alarm triggers/day)

433.92Mhz

<80% -10°C~ +50°C 360°

(inner Antenna):> 300m ABS Flameresistant
Material

Power Standby Current   Battery Life

Frequency Wireless Distance Housing
Materials

Humidity Working
Environment

Detection
Angle

HY-323W

Compliant

Wireless Curtain PIR Detector

Features:
*  The whole process temperature compensation, adaptive temperature changes

*  Anti-white light interference

*  Anti-electromagnetic interference

*  Low power detection, low power report

*  Two-stage infrared gain adjustable

*  Easy to install, beautiful and generous

*  Screw-in mounting bracket supports wall hanging or ceiling mounting

*  With SMT technology, high stability

Parameters:

DC 3V(Battery)
(2 pcs 1.5V/AA Battery)

<30uA

433.92Mhz

<80% -10°C~ +50°C Horizontal 6°
Vertical 130°

(inner Antenna):> 300m ABS Flameresistant
Material

Power Standby Current

Frequency Wireless Distance Housing
Materials

Humidity Working
Environment

Detection
Range

HY-324W

Compliant
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2~3 Years
(100 alarm triggers/day)

  Battery Life
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