USB EXTENDER User Manual

Special Notification .

% Before using this product, please read this manual carefully.

% Please keep this manual for future reference.

*The company may change the fuction of product without notice.

Summary
This Item is made by two single unit, Transmitter and Receiver: transmission by

CAT5E/CAT6 UTP cable (same line orders with ethernet).No need extra install software.

The max distance between Transmitter and Receiver can reach 200 meters when using
CAT6 UTP cable. It is a ideal product in extend keyboad, mouse, writing pad and game
controlleretc.USB devices.

Features

mOne CATSE/6 cable can instead of USB cable to transmit long distance.
BUsing CAT6 cable support USB2.0 device transmit up to 60 meters.

mUsing CAT6 cable can make the the low-speed devices transmit keyboard,mouse etc.

device extend up to 200 meters.
= Compliant with USB 2.0 USB 1.1.
mSupports major operating systems: Windows, Mac OS X, Linux etc.
mSupports full-speed(480Mbps)and low speed (1.5Mbps) USB device.
mPlug and Play, no driver installation needed.
®Support swap function, plug and play.
®Simple installation.
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Specifications

USB input interface
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STANDARD LENGTH
USB CABLE

1x USB-B/F

USB output interfac

-4x USB-A/F
USB1.1andUSB2.0

Compatible USB version
Wiring method

|IEEE-568B

Maximum working current--------------

Input cable distanc

____________ <200m AWG23 CAT6 standard cable

5m AWG24 USB standard cable

Output cable distanc
Supportsdatatransterrates

5m AWG24 USB standard cable

PowerAdapter Specifications-----------

Operating temperature rang

480Mbps
AC(50/60HZ):100V-240V,DcOutput:5V/1A
0~40°C

Operating humidity rang

5~85% RH (non-condensing)

Transmitter Dimension (LXWXH)
Transmitter Weight:

80x46x19mm

85¢g

Receiver Dimension(LXWXH)
Receiver Weight:

80x46x19mm

92g



