Operation Manual of optical fiber red light test pen

T RopeHole . ctructions
@ [I@ E}l. @ E]]\Qﬁ 1. Instnl! the battery correctly by turning off the tail cover as shown. Incorrect
- - : A : 3 installation of the battery may cause the device not to work properly or even
Protectve Cap | Sw‘itcn H\ntmublu shaell Bmmr!:' barral cover Tnil:n::np, to be dﬂ_nmged. 2. Switch pull-up is often bright, pull-down for flashing, stay
Indicator light in the middle for the closure. 3. The metal case at the rotating front serves as
Technical parameter a protective toggle switch. 4. Please remove the battery when not using the
Model 1 10 20 30 50 test pen for a long time.
&mmni:ﬂm — Z?u:ft 1;§31mw S o0 Responsibilities and scope
Qptical fber adapier Universal connecior Under normal use, due to the quality of the product itself within the
v temoera S0Cenbyrate warranty period, can be returned to the authorized after-sales service
Servica ekl & center free maintenance. 2, the following situations of the product, can
S I -20-+T0Cenbgrade not be given free maintenance: 1, beyond the warranty period;
Battery type 5 alaine battery 2 2, not according to the manual use; 3, dry batteries and lasers are, in
Product size 170mm*268mm*20mm the normal wear and tear of consumables, life to; 4, Unauthorized
Weight 85g self-maintenance caused, damage;: 5. Accidents, force majeure, elc. .
luminum oxidztion 2nd non-conductive

D not ook directly &t the ight-emiltng opening when using, 10 2void causing harm to the eyes. When notinuse, please take out the battery, 5023 notto cause the batlery leakage to cause aluminum oxidztio



