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1. Safety Precautions

To prevent injury, damage to the unit, or other harm, read this manual in its entirety before
installing or operating the clock.

Observe normal safety precautions and use appropriate safety equipment (safety glasses,
gloves, ladders, etc.) when installing this product.

Never install wiring during a lightning storm.

Never install data jacks or electrical wiring in wet locations unless the equipment is specifically
designed for that purpose.

Be sure that mounting hardware is suitable for the mounting surface and sufficient to support
the weight of the clock.

Observe all local codes when installing the product.

This product is not a toy! Please keep it out of the reach of children.

Operation of this product in a manner inconsistent with the instructions in this manual may
result in personal injury and damage to the product and will void the warranty.

Do not use harsh cleaners or aerosol cleaners. Use a damp cloth for cleaning.

Do not place this product on an unstable cart, stand, or table. The product may fall, causing
injury or damage.

2. Power Supply

(1) If the local network supports PoE, then only one network cable is needed.
(2) If not, then an additional power adapter with a 5.5mm x 2.1mm connector is necessary.
Notes. Red LED clock should use 12V DC, green and blue LED clock should use 18V DC

3. The Functions of the Button on the Backside of the Clock

(1) Time Format Setting: 12/24-Hour Format
(2) Restore Factory Settings
(3) Set Static IP

Press the button behind the clock to enter the menu. By pressing the button, the screen will
display 12, 24, RES1, and RES2 sequentially.

e 12 represents the 12-hour format, and 24 represents the 24-hour format. (Note: When the

time format is set to 12-hour format, a dot will appear in the top left corner of the screen
to indicate PM.)

e RES1 represents restoring factory settings. (When the screen displays RES1, wait for the

system to automatically restore factory settings. The device will restart to indicate that the
restoration is successful.)

e RES2 represents setting the static IP to 192.168.2.2, with a subnet mask of 255.255.255.0.

(When the screen displays RES2, wait for the device to restart.)

4. Management Software “ClockSniffer”
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4.1. Download Link

GlobalTime Website: https://www.ntpclock.com/manuals

ClockSniffer V4 1.96 Eoe: 4

Online Client :
Basic Info NTPsInfo OtherInfo Bel Info System Info Log Info

B IP(SN)Total10 |

----- 192.168.5.102 (NTPDCW4)
----- 192.168.5.109 (NTPDCV4, Time Synchronization Information Clock I Setting
""" iggi:ggig E:$235§3 Firmware Version: 4.62 |
""" o et ! IP Address: 192 ., 168 . 5 102
----- 192.168.5.113 (NTPDCV4, SN: HERRPLEATT | B i |
----- 192.168.5.118 (NTPTEST] Lasts . 2024-03-25 15:43:33 =
ync Time: . 25 255525 o]
----- 192.168.5.119 (NTPDCV4, I Smere | 2 ’ |
----- 192.168.5.120 (NTPTEST; Sync Server: | 131.188 . 3 -22'-'| | T - |
..... ——— Default Gateway: 192 . 168 . o1
192.168.5.132 (NTPDCV4, Time Setting o efault Gateway
----- 192.168.5.89 (NTPDCV3.2 . () StaticIP R —
Time Format: ()12 @24 DINS Server: | 116 228 . 111 . 118 |
Time Zone : UTC +8 w

Daylight Saving Time Settin =
vig < & |_ | Daylight Saving Time Enable

Starts at: O'dock on the In
Ends at: O'dock on the In
Energy Saving Setting Brightness Setting
[_JEnergy Saving Enable
Display Dim
© Broadcast (Z) Unicast Everyday From O'dock To O'dodk Normal ~
Display Close

Search Modify

Note:

(1) Run the software as administrator

(2) The default login password is Admin@GTC. It can be reset via the software.

(3) After setting, please just click “Modify”, no need to enter the secret key if you have not set
one.

(4) By default, the clock is configured to use DHCP. If we want to use static IP for the first time, we
must long-press the red button on the back side to select SIP. The default IP is 192.168.2.55.
Whatever we use, we must ensure that our PC and the clock are in the same network, then we can
see the clock on the software.

4.2. IP Search

The management software supports both Broadcast (255.255.255.255) and Unicast way to search
out online client clocks. Broadcast is factory default.
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® Broadcast

Select “Broadcast”, and click “Search”, the software will automatically search online clocks in the
subnet, and group IPs based on different subnets.

® Unicast

Select “Unicast”, and input initial IP you want in the bar, then click “Search”, the software will
search from the initial IP to the last one. For example, to search all clocks in subnet 192.168.3.0,
you can input 192.168.3.001, and then search one by one till 192.168.3.254.

4.3. Basic Information and Settings

5.4. Password

On the old software “NTPClock”, the default user password is admin. Default global password is
globalpw. Global password is for batch modification. Batch modification is under improvement
currently, so please set the clocks one by one as possible. On the new software “ClockSniffer”, no
password is needed if the user has not set one.

5.5 Basic Settings

® Time Format and Time Zone
® ClockIP

® Daylight Saving Time

® Brightness

® NTP Server

® Countdown

5.6. Optional Settings

® Bell Setting

We can add a bell relay to the clock, then the clock can be connected to a bell. The voltage and
current of the

bell should be = 5A 30VDC, or = 5A 250VAC.
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® Humiture & Temperature Setting
We can add a sensor to the clock then it can display time, temperature, humidity alternately:
ClockSniffer V4 1.98 = >
D Ot Basic Info NTPsInfo Other Info Bell Info Systemn Info Log Info
B~  IP{SN)Total10
----- 192,168.5,102 (NTPDCV4 s 11D | \ageiion | Bkssicn
----- 192.168.5.109 (NTPDCV4,
----- 192.168.5.111 (NTPDCWV4,
----- 192.168.5.112 (NTPDCV4, Enable Start Time What Day Duration{Seconds)
----- 192.168.5.113 (NTPDCWV4, - _ _ _ _ _ _
..... 102.168.5.118 (NTPTEST, 1 0 ~: 0 w0 v~ [sun [Mon [Jtue [Jwed [Jthu (JFri [sat w
----- 192.168.5.119 (NTPDCV4,
----- 192.168.5.120 (NTPTEST. [(Jz o0 ~:0 ~:0 v~ [Jsun [(JMon [(Jtue [Jwed [Jthu (JFri [Jsat W
----- 192.168.5.132 (NTPDCW4,
""" 192.168.5.89 (NTPDCV3.2 3z o ~:0 ~:0 ~ [Jsun [JMon [(Jtue (Jwed (Jthu (JFri [Jsat ™
[(J4 o ~:0 ~:0 ~ [Jsun [JMon [JTue [(Jwed [Jthu [(JFri [Jsat v
s o0 ~:0 ~:0 ~ [Jsun [JMon [Jtue (Jwed [Jthu (JFri [Jsat w
[Js o ~: 0 ~:0 > [Jsun [JMon [Jtue Cwed [Jthu (JFi [Jsat w
Oz 0 0 ~:0 ~ [sun [OMon [JTue (wed [JThu (JFi [Jsat v
8 o ~:0 ~: 0 ~ [Jsm DJMon [JTue (JwWed (Jthu (JFri [Jsat ~
[Js @ ~:0 ~:0 ~ [Jsun [JMon (Jtue (Jwed [Jthu (JFri [Jsat ~
© Broadcast () Unicast Jw o ~:0 ~ 0 ~ [Jsun (Mon [(Jtue (Jwed [JThu [JFri [Jsat v
i Clean
Search Modify
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ClockSniffer V4 1.96

Online Client
Basic Info NTPs Info OtherInfo Bel Info System Info Log Info

-  IP(SMN)Total:10 ‘
-----

----- 192.168.5.109 (NTPDCV4, Count Down Setting

----- 192.168.5.111 (NTPDCV4,

----- 192.168.5.112 (NTPDCV4,

----- 192.168.5.113 (NTPDCV4, Start : i} ~

----- 192.168.5.118 (NTPTEST,

----- 192.168.5.119 (NTPDCV4,

----- 192.168.5.120 (NTPTEST.

----- 192.168.5.132 (NTPDCV4, Duration: o w ; 0 ~

----- 192.168.5.89 (NTPDCV3.2

Humiture Setting Text Display Contents

D B
/54
Hurmidity: Temp: —_—

Alternative Display Setting

Orol O Alternate(s):
Yes Time Display Duration:
Display Time Only Roadlo Setting
A Mo Humiture Display Duration: Close
© Broadcast ) Unicast sl = > o
() Open ID:
Search Modify

5. Installation Instructions
5.1. Wall Mounting for Single- sided Clocks

For single-sided clocks, there are two holes on the back for hanging them on the wall, so only
screws are needed. Wall mounting kit and ceiling mounting kit are optional, not necessary for
single-sided clocks. The installation method of using a walling mounting kit or a ceiling mounting
kit for single-sided and double-sided clocks are same.
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5.2. Ceiling Mounting for Double- sided Clocks

5.3. Wall Mounting for Double-sided Clocks
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6. Troubleshooting

6.1. The Display Screen Shows Wrong Time and There is a Dot on the Lower Right Corner.

(1) If the incorrect time is displayed when the device is first powered on, and the small dot
remains lit, it indicates that the clock has not synchronized with the time server. Please power off
and restart the clock. If the issue persists after restarting, check whether the time server is
functioning properly and troubleshoot any other network issues. (You can verify the time server’s
status by testing whether a computer can synchronize with it.)

(2) If the clock displays the incorrect time after running normally for a period of time, and the
small dot remains lit, it indicates that the clock has not synchronized with the time server for 15
minutes. Please check whether the time server is functioning properly and troubleshoot any other
network issues.

(3) If the small dot is blinking, simply restart the device.

Note: The software allows you to set up to five default time servers. In some countries or regions,
the clock may not be able to synchronize with the default servers. In such cases, you need to
change the default servers to ones that are available locally.

6.2. Some LED Segments are Dark.

Reboot the clock to check if there are dark segments under self-check process. If yes, the display
screen needs to be replaced.

6.3. The Management Software Fails to Search out the Clock.
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Make sure that the user’s computer and the clock are in the same sub network and the firewall is
set correctly.

6.4. The Clock Fails to Synchronize with Any Public Time Server.

The user should make sure that his network can visit the internet time source, and the time server
is running its NTP service successfully.

7. Warranty and Maintenance

7.1. Warranty

GlobalTime warrants the clocks to be free from defects in material and workmanship during a
one-year period. The Warranty begins on the date the unit is shipped from GlobalTime. Extended
warranties are available via certain agreements.

GlobalTime’ liability under this Warranty is limited to repairing or replacing, at GlobalTime’
option, the defective equipment and providing upgrade version changes for firmware. In case of
repair, the product must be returned to an authorized GlobalTime Service Center.

This Warranty does not apply if repairs are required due to acts of nature beyond GlobalTime’
control such as, but not limited to, lightning strikes, power surges, misuse, damage, neglect, or if
repairs/ modifications have been made or attempted by anyone other than personnel authorized
by GlobalTime.

In no event will GlobalTime be liable for any indirect, special, incidental, or consequential
damages from the sale or use of this product. This disclaimer applies both during and after the
term of the warranty. GlobalTime disclaims liability for any implied warranties, including implied
warranties of merchantability and fitness for a specific purpose.

7.2. Repair and Returns

To obtain service under this warranty, contact GlobalTime at +86-21 36531186 or at the address
below during the warranty period to receive a Return Material Authorization (RMA) number and
shipping instructions. Then ship the product, transportation prepaid, for inspection.
Ship to: GlobalTime

Attn: RMA XXXXXX

Floor 7, Building 4, No. 651, Wanfang Road, Minhang District, Shanghai, China
/201112

Tel: +86-21 3653 1186
Typical equipment repair or replacement time is 10 business days, plus shipping times. One-way
shipping is the Customer's responsibility. GlobalTime will return ship the equipment by the same
means it was received.
GlobalTime will not be responsible for dismounting and remounting of the GlobalTime clock, for
unauthorized returns or for returns that do not list the RMA number and quantity returned on a
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GlobalTime

packing list attached in plain view on the outside of the shipping container.

We reserve the right to make changes at any time.
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